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TECHNOLOGY RF-°

MS1009
ELECTRICAL SPECIFICATIONS (Tcase = 25°C)
STATIC
Svymbol Test Conditions Value
Min. Tvyp. Max. Unit
BVceo Ic=100mA It =0mA 65 Vv
BVces Ilc =100mA Vge = 0V 65 - - Vv
BVceo Ic =100mA Is=0mA 35 Vv
BVeso le =10mA Ic = 0mA 4.0 — - \Y/
Ices Vce = 30V It =0mA - - 15 mA
hee Vce =5V Ic = 5A 20 - 200 -
DYNAMIC
Svmbol Test Conditions Value
Min. Typ. Max. Unit
Pourt f=138 -175 MHz Pn=15W Vce = 28V 125 — - W
Gp f=138 -175 MHz PIN =15W VCE= 28V 9.2 m-—— — dB
Nc f=138 -175 MHz Pn=15W Vce = 28V 55 —— - %
COB f=1MHz Vcg = 28V == -— 250 pf
IMPEDANCE DATA
FREQ Z\(€2) Zc ()
136MHz 0.48 -j0.3 1.35 +j1.92
160MHz 0.40 - j0.97 1.0+j1.5
175MHz 0.35-j1.05 0.85 +j1.08
Pout = 125 W
VCE =28V
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