


ADVANCED
‘ POWER

TECHNOLOGY RIF°
MS1076
ELECTRICAL SPECIFICATIONS (Tcase = 25°C)
STATIC
Svymbol Test Conditions Value
Min. Tvyp. Max. Unit
BVces Ic=100 mA Vge=0V 70 Vv
BVCEO Ic =200 mA lg=0 mA 35 — —— \")
BVego Ie=20 mA Ic=0mA 4.0 Vv
ICEO VCE =30V le=0mA —— — 5 mA
lces Vee=35V l=0mA 5 mA
HFE VCE =5V Ic =7A 15 — 50 -
DYNAMIC
Svmbol Test Conditions Value
Min. Typ. Max. Unit
Pour f = 30 MHz Vee=28V lcq = 750 mA 220 WPEP
Ge f =30 MHz Vee=28V  lgq =750 mA 12 dB
Nc f = 30 MHz Vee=28V Icq = 750 mA 40 %
IMD f=30 MHz Vee=28V  leq=750 mA -30 dBc
Cos f=1MHz Veg =28V 450 pf
Conditions | 1 =30.000 MHz  f2 = 30.001 MHz

IMPEDANCE DATA

FREQ Zy Zc,

30MHz | 1.2+j0.41 | 1.25+j1.92
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